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MODEL HIS-10001

MODEL HIS-10002

MODEL HIHP-10044 or HIHP-10045 

MODEL HIS-10003

(Also referenced as HIs-s5A-Ds-2)

DESCRIPTION:
The air pressure amplifier unit includes model 5A-Ds-2 and it is a 
complete pneumatic system designed to provide double the 
available plant air pressure and momentary high flow. Tank is 
15-gallon, 200-psi AsME code. The regulator on the tank outlet is 
provided to control the output pressure and flow. Tank relief valve is 
set at 200-psi. 

PRIMARY APPLICATION:   
Assist air powered tools and machines in large plants with marginal 
central air pressure systems. Ideal to boost plant air pressure in tools 
for operation of automatic clamps, cylinders and other equipment.

Dual Air Amplifier system
(Also referenced as HIs-s5A-Ds-2/5)

DESCRIPTION:
This dual air amplifier system provides increased efficiency, flow 
and pressure. It consists of a model 5A-Ds-2x piped into model 
5A-Ds-5x for a 2-stage configuration. Tank is 15-gallon, 400-psi 
AsME code. Tank pressure is controlled with a pilot cutoff valve 
(PVc), and is rated for a maximum pressure of 390-psi. This 
system is assembled, completely tested for maximum flow and 
pressure, and mounted on a rigid  
fork-lift-able steel frame  
with control panel. 

PRIMARY APPLICATION:  
Pressure testing, purging,  
clamping with plant  
compressed air up 390-psi  
with high flow.

(Also referenced as HIHP-S3A-SS-2.5 OR -4)

DESCRIPTION:
This compact air pressure amplifier unit includes model 3A-ss-
2.5 or 3A-ss-4 and it is a complete pneumatic system designed 
to provide 2.5x or 4x the available plant air pressure. Tank is 
approximately 1-gallon, D.O.T. code steel bottle. The inlet drive 
air regulator is provided to control the output pressure up to 
675-psi. 

(Also referenced as HIs-s5A-Ds-5)

DESCRIPTION:
This air pressure amplifier unit includes model 5A-Ds-5 and it is a 
complete pneumatic system designed to provide 5x the available 
plant air pressure and momentary high low. Tank is 5-gallon, 600-psi 
AsME code. The regulator on the tank outlet is provided to control the 
output pressure and flow. Tank relief valve is set at 600-psi. 

Air Pressure Amplifier Packages

APPROXIMATE DIMENSIONS:
44” W x 32” D x 17” H

APPROXIMATE DIMENSIONS:
29"W x 13.6"D x 20.5"H

APPROXIMATE DIMENSIONS:
11” W x 11” D x 17” H

APPROXIMATE DIMENSIONS:
30” W x 28” D x 43” H

PRIMARY APPLICATION:  
Assist smaller air powered tools and 
machines with marginal shop air 
pressure. Ideal for light duty, 
miscellaneous testing, and boosting 
into tight spaces.

PRIMARY APPLICATION:  
Pressure testing with plant 
compressed air up to 5x air in (up to 
500-psi) with moderate flow or 
special devices. Ideal to boost plant 
air pressure in tools for operation of 
automatic clamps cylinders and 
other equipment.


